
INSTRUCTIONS AND WARRANTY FOR  
THE ECONO-STAND 1600   

STAND AID SERIAL #___________ 

All Stand Aid models should be used only on level, smooth surfaces. Please 
exercise caution and good judgement when operating your unit. 

CAUTION: 

PO BOX 386 
Sheldon, IA 51201 

1-800-831-8580 
1-712-324-2153 (In Iowa) 

Fax: 712-324-5210 ECONO-STAND 

MAKERS OF STAND AID AND ROLL AID 

GETTING TO KNOW  YOUR 
ECONO-STAND 
REPLACEMENT PARTS 

READ complete manual 
CAREFULLY BEFORE 
attempting operation.  

STANDARD MODEL (1600) SHOWN 



INTRODUCTION 
Thank you and congratulations on your purchase of the ECONO-
STAND  Model 1600.   We are certain the benefits you receive from 
standing with our Econo-Stand will enhance your health and outlook 
on life.   

GENERAL INFORMATION 
 After unpacking your Econo-Stand, place any parts that are not 
attached to the Econo-Stand on the floor, using the parts list to get fa-
miliar with the unit and parts. On the standard Econo-Stand there 
should  be  no  tools  needed  to  adjust  the  unit  for  your  standing  
pleasure.  The standard unit with a wheel kit option will require a  
couple of tools,  2 � open end 7/16� wrenches.  The standard unit with 
the Safety Gate option may require a 3/16� Allen wrench.  Check 
your packing list for the options that came with your unit.   
 
 Parts included in the standard unit,  1 � Sling to your specifica-
tion, 1 � Safety Belt, 2 � Heel straps, 1 � Toe Strap.   
 
 Parts included in the standard unit with Wheel Kit option,          
includes all parts from the standard unit, and 4 � wheel brackets with 
locking caster wheels, and bolts and nuts.  Two of these wheel bracket 
and locking caster wheels will need to be placed and bolted onto the 
frame of the unit.   
 
 Parts included in the standard unit with Safety Gate option,  in-
cludes all parts from the standard unit, and Safety Gate brackets, 
Safety Gate arm, 1 � 2� Safety Gate pad and 1� 4� Safety Gate pad.  
This option will be placed onto the machine for your convenience.  
Another option with the Safety Gate is the Back Support, which also 
will be bolted onto the Safety Gate already, you will need to place the 
Back Support �top� onto the Back Support �bottom�, and tighten the 
knob to your desired height.     
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WHEN CALLING FOR SERVICE PLEASE HAVE THE SERIAL NUMBER OF YOUR UNIT READY  
FOR THE STAND AID REPRESENTATIVE THIS WILL HELP IN THE SERVICING OF YOUR 
ECONO-STAND  

MODELS 
Model 1600 Standard unit 

Options available with the 1600 standard unit  include: 
 

* The Safety Gate 
* The Back Support 

* The Lateral Back Support 
* The Wheel Kit 
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 Each Stand Aid of  Iowa, Inc. product has been carefully 
inspected and tested before shipment. 
Accordingly, we warrant each ECONO-STAND #1600  which 
is sold against defects in workmanship and material under 
normal use for life, excluding the hydraulic jack which is war-
ranted for one year from the date of shipment from Stand Aid.  
This warranty shall not extend to and we shall have no re-
sponsibility with respect to products which have been abused, 
misused, altered or as to which repair has been made or at-
tempted by others.  
 
 This warranty is made lieu of all other warranties with  
respect to the product covered hereby and there are no other 
warranties, whether expressed or implied of merchantability 
or otherwise, except the warranty expressly stated herein.  The 
remedy set forth herein shall be the sole exclusive remedy of 
any purchaser with respect  to any defective product.  Under 
no circumstances shall STAND AID OF IOWA be liable for 
any injury, loss, damage or expense suffered or incurred with 
respect to any misuse of the STAND AID OF IOWA�S  
products.  
 
 If you have any questions or need further information, 
please feel free to call our offices at: 1-800-831-8580. 
 
 

 

LIMITED WARRANTY 
ECONO-STAND 1600 SERIES 
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SAFETY PRECAUTIONS 
 

1.   If at all possible have someone assist you with the first several 
 stands, to help with adjustment of the machine for your comfort 
 and for you to become familiar with the unit. 
 
2.   Always use on a level and smooth surface. 
 
3.   Do not operate the unit if it appears damaged, or is not operating 
 correctly. Consult our service department. 
 
4.   Never raise or lower the lift with hands on or by the lift arms or 
 lift arm linkage.  
 
5.  Keep all body parts away from moving parts on the unit at all 
 times. 
 
6.   Keep younger children away while operating this unit.  
 
7.   Do not use if the Jack is leaking, consult our service department. 
 
8.   Always make sure that the sling is positioned correctly under the 
 buttock and the D-Rings of the sling are on the lift hooks prop- 
 erly.  
 
9.   Never leave children unattended while in the standing position.  
 
10.  Do not release the jack without something for the person to sit on 
 when in the down position. 
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ATTENTION: IMPORTANT 
          We ask that you take time to acquaint yourself with your Econo-Stand and 
its adjustments.  We highly recommend that someone assist you as you familiar-
ize yourself with the unit.  Again, we remind you to use your Econo-Stand only 
on level surfaces. 
 

OPERATING INSTRUCTIONS FOR ECONO-STAND  
     Push the jack release lever down while applying pressure downward on the 
lift arms.  Place the sling under your buttocks with the rings exposed on each 
side.   Next, position your wheelchair in the rear of the Econo-Stand.  Loosen the 
foot straps on the floor of the Econo-Stand and place your feet on the floor.  The 
straps that fit over the top of your instep should be snug but not tight, see image 
#1.  The heel straps should fit behind the heel to prevent the foot from slipping.  
Adjust the height of the knee pad by loosening the adjustment knobs on the back 
side.  Raise or lower the knee pad so your knees are centered in the pad see im-

Image #1 (Econo-Stand not shown but strapping is the same) 

Image #2 
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HEEL STRAP TOE STRAP 



     Correct sling size is important for your comfort and safety.  The sling �D-
rings� should slip easily onto the lift arm hooks see image #1 below.  We 
recommend that the lift arm slide hook adjustment should be approximately 
midway between the hip and waist when you are in the standing position 
see image #2.  After a few standing sessions, you will find the most com-
fortable setting for your slide hooks.  
 
     To raise yourself to the stand position, simply pump the jack handle back and 
forth.  Carefully lift yourself until your legs are straight and you feel comfortable.  
IMPORTANT:  Exercise caution the first several times you raise yourself to as-
sure not only your safety, but also your comfort. 
 
     Once you are in an upright position, secure the safety belt and pad around your 
upper back.  Table height adjustment is important for upper body control.  The 
chest pad should be positioned near the bottom of the sternum, the point on your 
rib cage where your bottom two ribs meet.  In order to maintain correct posture, 
the table may be adjusted in or out in order to align the upper and lower portion of 
your body . 
 
     Now that most adjustments have been made, check and retighten all knobs to 
ensure that your Econo-Stand will remain in proper position.  To lower yourself, 
release the safety belt and safety gate,  push downward on the jack release lever. 
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